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Related Products

Dréager PSS® AirBoss

The Driger PSS® AirBoss offers best in class ergonomics and is one
of the lightest weight breathing apparatus for firefighting. Lessons
learned from firefighters around the world as well as latest innovations
in technology have led us to design an even safer and cleaner SCBA
system to enable you to breathe more easily and for longer.

Drager PSS°® 4000

The Drager PSS® 4000 is one of the lightest professional self-contained
breathing apparatus for firefighters. Combining comfort with exceptional
pneumatic performance, this SCBA is designed for applications where
simplicity and ease of use are crucial. Lightweight yet robust, and easy
to don, the PSS® 4000 provides outstanding breathing protection.
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Technical Data

Dréger PSS® 3000 Pneumatic Gauge
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Weight Kg (backplate & harness) 2.70
Dimensions mm (H x W x D) 590 x 290 x 160
Input pressure (bar) 0 - 300
Nominal 1st stage output pressure 7.5

1st stage output flow (I/min) > 1000

LDV output flow (I/min) > 400

Whistle activation pressure (bar) 50 - 60 bar
Whistle sound level (dBA) > 90

ADSU main alarm N/A

Approvals

Breathing Apparatus

EN 137 2006 Type 2

Ordering Information

PSS® 3000 with gauge 3357 794
PSS® 3000 fixed LDV with gauge 33 58 906
PSS® 3000 Chargair with gauge 33 58 657
PSS® 3000 with TX Gauge 3360984
PSS® 3000 TX Gauge fixed LDV 3360985
PSS® 3000 BG1500 33 60 987
PSS® 3000 BG1500 Fixed LDV 33 60 988
PSS® 3000 BG1500 Chargair 33 60 989
PSS® 3000 TX Gauge, Chargair 33 60 986
FPS® 7000 Facemask on request
Plus lung demand valve (LDV)

Normal Demand (N) 33 50 501
Plug in (A) 3338 700
M45 (AE) 33 38 706
ESA 33 51 302
Normal Demand (N) 1.75 m (rescue only) 33 50 606
Lung demand valve holder

N/ESA 3357 526
AE 33 57 528
A 3357 527
Dréger Cylinders on request
Accessories

Second medium pressure combined connector 33 58 868
Secondary supply hose female 3358 867
Secondary supply hose male 33 58 869
Automatic switch over valve (ASV) on request
PSS® Rescue hood 33 54 982
Drager Bodyguard® 1000 on request
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Notes

Not all products, features, or services are for sale in all countries.
Mentioned Trademarks are only registered in certain countries and not necessarily in the country
in which this material is released. Go to www.draeger.com/trademarks to find the current status.

CORPORATE HEADQUARTERS
Dragerwerk AG & Co. KGaA
Moislinger Allee 53-55
23558 Liibeck, Germany
www.draeger.com

www.uniservicesafety.com

REGION EUROPE

Drager Safety AG & Co. KGaA
RevalstraBe 1

23560 Liibeck, Germany

Tel +49 451882 0

Fax +49 451 882 2080
info@draeger.com

REGION MIDDLE EAST, AFRICA
Dréger Safety AG & Co. KGaA
Branch Office

P.O. Box 505108

Dubai, United Arab Emirates
Tel +971 4 4294 600

Fax +971 4 4294 699
contactuae@draeger.com

REGION ASIA PACIFIC
Draeger Singapore Pte. Ltd.
61 Science Park Road

The Galen #04-01
Singapore 117525

Tel: +65 6872 9288

Fax: +65 6259 0398
asia.pacific@draeger.com

REGION CENTRAL

AND SOUTH AMERICA

Dréger Industria e Comércio Ltda.
Al. Pucurui - 51 - Tamboré
06406-100 - Barueri - SP

Tel. +55 (11) 4689-4900
relacionamento@draeger.com
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